LOW DC VOLTAGE
DISCONNECT PANELS
DC POWER BOARD PANELS

LOW VOLTAGE DISCOMNECT PANELS are designed to The Low Voltage Disconnect Panel is equipped with test and
automatically disconneact the load from the battery when the calibration circuits which provide full confidence in operation
battery voltage drops below a preset level, Reconnection of and set points without disturbing system vollages or load oper-
the load can be either automatic or manual. The automatic ation. The Low Voltage Disconnect Panel is also available in
reconnection feature will initiate load reconnect when the volt-  full redundant configuration for those systems with loads that
age rises above a preset threshold. Additional control panel cannot lolerate disconnect due to equipment failure,

teatures include manual disconnect capability, adjustable time
delay for disconnect and provisions for remote disconnection.  Finished in beige enamel, the Disconnect Panels are avail-

The panel can be field modified for positive or negative able for 12V, 24 ¥ and 48 V. and for currents of 50 to 800 A.
ground, and can be equipped with optional form “C" discon- The Panels are 54" high and designed for mounting in 19"" or
nect alarm contacts. 23" wide relay racks.

In arder to prevent permanent damage to the battery, the Low
Violtage Disconnect Panel should be adjusted to disconnect
the load when battery voltage drops to less than 1.75 volts per
cell. In some cases, this voltage must be increased to protect
attached equipment loads against under-voltage operation.
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STAMDARD DESIGN FEATURES:

“800 Amp panal is 23" mounting anly.







