
Publication No. US-GC-PS-001 October 2006

PERFORMANCE 
SPECIFICATIONS

GC





Constant Current

Represented by:

www.enersys.com

Pu
bl

ic
at

io
n 

N
o.

 U
S

-G
C

-P
S

-0
01

 O
ct

ob
er

 2
00

6 
 •

 S
ub

je
ct

 t
o 

re
vi

si
on

s 
w

ith
ou

t 
pr

io
r 

no
tic

e.
 E

.&
O

.E
. 

EnerSys EMEA

Brussels, Belgium
Tel:+32 (0)2 247 94 47

EnerSys Asia

Guangdong, China
Tel:+86-755-2689 3639

EnerSys

P.O. Box 14145
Reading, PA 19612-4145
USA
Tel: +1-610-208-1991

+1-800-538-3627
Fax:+1-610-372-8613

Printed in the U.S.A.
© 2006 EnerSys. All rights reserved.

Trademarks and logos are the property of
EnerSys and its affiliates unless otherwise noted.

GC

Type 
1 15 30 1 1.5 2 3 4 5 8 12 24 72

GC-9 930 752 649 555 413 324 279 219 182 158 116 86 49 18.8

GC-11 1080 910 790 667 502 390 331 262 217 187 135 100 57 21.8

GC-13 1220 1056 922 796 585 450 385 300 249 214 152 112 64 24.3

GC-15 1320 1190 1046 883 662 518 420 332 277 236 165 120 69 25.7

GC-17 1570 1432 1298 1110 826 640 520 412 335 283 196 140 77 30.0

GC-19 1680 1584 1441 1237 917 710 587 451 363 305 210 150 82 31.1

GC-21 1780 1730 1580 1364 1005 772 640 483 390 328 223 158 86 31.6

GC-23 1870 1870 1713 1493 1087 825 693 516 411 344 234 165 89 31.9

GC-25 2260 2064 1845 1663 1170 845 756 618 504 422 283 202 115 43.2

GC-27 2380 2197 1970 1745 1248 921 800 660 533 443 298 212 119 44.4

GC-29 2490 2324 2093 1859 1324 970 840 691 560 466 311 220 123 45.5

GC-31 2570 2445 2211 1968 1396 1018 882 724 585 485 321 227 126 46.0

GC-33 2660 2560 2324 2000 1465 1095 917 756 608 502 332 233 128 46.4

GC-35 3430 2798 2412 2040 1479 1148 960 799 671 583 429 313 167 61.4

GC-37 3540 2909 2517 2079 1539 1215 1017 831 697 606 443 322 171 61.9

GC-39 3650 3014 2615 2139 1596 1283 1074 862 722 627 456 328 172 62.0

GC-41 3720 3112 2710 2211 1650 1337 1131 891 745 646 466 334 174 62.0

GC-43 3820 3205 2803 2288 1701 1377 1170 917 766 664 478 340 175 62.0

GC-45 3900 3292 2891 2376 1749 1400 1200 942 786 681 487 345 176 62.0

Minutes Hours

Discharge Rates in Amperes ** to 1.75Vpc at 25˚C (77˚F)*

Discharge Rates in Amperes ** to 1.81Vpc at 25˚C (77˚F)*

NOM.
Ah

CAP.1

GC-9 930 582 506 449 351 283 245 200 169 148 110 82 46 16.7

GC-11 1080 704 616 549 426 340 294 239 201 175 128 95 53 19.5

GC-13 1220 817 719 642 497 396 342 273 231 201 144 106 60 21.9

GC-15 1320 922 815 714 562 452 371 304 257 221 156 114 65 23.7

GC-17 1570 1164 1012 873 702 563 435 378 311 263 186 134 72 26.4

GC-19 1680 1289 1123 992 779 624 527 413 337 285 197 140 76 28.0

GC-21 1780 1408 1232 1095 854 677 572 446 362 306 211 150 81 29.9

GC-23 1870 1524 1336 1170 923 748 626 473 382 322 222 158 86 31.5

GC-25 2260 1635 1439 1399 994 680 618 570 468 392 268 192 106 39.1

GC-27 2380 1743 1536 1386 1039 794 705 602 495 416 283 202 112 41.3

GC-29 2490 1845 1632 1499 1125 849 752 635 520 436 295 210 116 43.1

GC-31 2570 1944 1724 1568 1168 882 782 667 544 453 304 216 120 44.4

GC-33 2660 2037 1812 1618 1226 946 816 694 565 470 315 224 124 46.0

GC-35 3430 2098 1881 1636 1257 1000 855 731 624 548 407 295 153 55.4

GC-37 3540 2181 1956 1687 1308 1062 913 761 648 569 420 303 158 57.4

GC-39 3650 2260 2039 1713 1342 1122 954 788 671 588 433 314 166 60.7

GC-41 3720 2334 2113 1773 1374 1151 1003 813 692 606 442 317 166 60.7

GC-43 3820 2404 2186 1838 1416 1175 1017 819 698 614 454 328 171 60.7

GC-45 3900 2468 2254 1964 1456 1135 1000 832 708 622 461 333 172 60.7

*Ampere values listed represent 100% of the cell’s capacity. Initial capacity shall be a minimum of 90% of these values per IEEE 450.  
**1.215 S.G. electrolyte at 770F (250C) includes intercell connector drop.

1Nominal AMP hour capacity at the 8 hour rate.
All data subject to change without notice.


