ACM-600
24 VDC, 600 ADC POWER PLANT

THE ACM-600 POWER PLANT from C&D Technologies, designed for wireless
communication applications, incorporates a broad range of features which make it
the most advanced power plant available today. Integrating C&D Technologies’
modular rectifiers, plug-in circuit breaker distribution, and plant monitoring fune-
tions, the ACM-800 is the ideal choice for small to medium cell sites where space
is at a premium.

ACM-600 FEATURES

# State-of-the-Art Rectifiers: Two state-of-the-art modular rectifier sizes are
available; 24-volt, 150-ampere units or 24-volt, 60-ampere units.* Thase models
feature high efficiency, unity power factor, and compact size, Ractifiars are hot-
pluggable for ease of system expansion,

= Front Accessibility: All distribution and battery connections are front accessible,
making this plant ideal for confined locations. The ACM-800 can be placed
against a wall while still maintaining easy access to vital plant connections. :
AC tront access is an option which further facilitates the installation of this plant. :

= Distribution Features: The +24V distribution section will accommodate up to
23 plug-in circuit breakers ranging from 5 to 100 amperes. Circuit breakers
50 amperes and under require one breaker position, while breakers 80 amperes ACM-E00
and higher take up two breaker positicns.

= Digital Metering: A digital ammeter/voltmeter is provided for fast and accurate
moniforing. The meter can be swilched to monitor either the +24 or -48 output voltages

& Standard Plant Alarms: Standard Plant Alarms include: Rectifier Failure, High Voltage, Low Voltage, Major Alarms to
indicate service-affecting problems such as +24V Gircuit Breaker Tripped, and -48V Fuse Open and Minor Alarms 1o indicate
non-critical malfunctions. A Low Voltage Disconnect Alarm is also provided with the optional LVD.

= Optional Low Voltage Disconnect: The optional Low Voliage Disconnect protects your batteries from damage due to
over-discharge.

= Dptional Temperature Compensation and High Temperature Alarm: High temperature is the enemy of battery life.
These options allow you to automatically monitor and control your rectifier output voltage to compensate for variations in
battery temperature,

» Dptional DC-DC converters: Up to five, 3-ampare modular converters are easily installed for low cost growth for -48-volt
DC neads.

*Availabla second guarter of 1906

PLANT SPECIFICATIONS
OPERATING ENVIRONMENT TYPICAL PLANT DIMENSIONS
Temperatura +32° 10 122°F (0" to 50°C) Height 19.25 to 24.25 inchasg®
Hurmidity 0 to 95 parcant non-condansing Depth 17 inches
Altitude 010 7,000 feat” (D to 2133 m) Width 23 Inch rack mounting .
*Diperation above 7.000 fest raquiras derating *7 feet tall when mounted In a rack o on top of batteries






