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Telecommunications Power Systems

Features

*Bellcore Standards Based Design
*“Switched” Mode, High Frequency Operation
*Power Factor Corrected to greater than .98
*Input Line, Total Harmonic Distortion: < 5%
*Operating Efficiency of greater than 85%
*Compact Size (4.7 Watts per cubic inch)
*A Latching, Insertion/Extraction Lever

securely holds each Module in place
*Capable of Hot-swap Insertion/Extraction
*Fool Proof, Shelf Interface Connections
*Built-in AC & DC Circuit Breakers
*Selectable Load Sharing Modes

(Passive, Active or Off)
*Indefinite, Full Current, Short Circuit Capability
*“Soft” Turn-on (Output current ramps up slowly)
*Detects High Output Voltage & shuts itself down

(prevents DC output from exceeding 30 Vdc)
*Operates with or without Back-up Batteries
*Can continuously withstand Vin of £ 300 Vac
*Digital, Front Panel, Output Current Meter

Description

The HFM 24/150 Modular Switched Mode Rectifier is one of a growing family of rectifiers
designed and manufactured by C&D Technologies. It is intended for use in applications
requiring the parallel operation of multiple rectifier modules. The HFM 24/150 will operate in
parallel with, and load share current with any other rectifiers that have a similar load sharing
method. It's small size, modularity, and ease of installation make planning for future expan-
sion both simple and economical. All of this makes the HFM 24/150 an ideal choice for
applications where space is at a premium, such as microwave, PCS or Cellular.






